AVAILABILITY OF ELECTRONIC FILES

Micro Station and GEOPAK files of this project will be made available to the Contractor. If there

is a conflict between the electronic files and the printed contract plans and documents, STATUS OF UTILITIES
the printed contract plans and documents shall take precedence over the electronic files. ROUTE OFFSET LOCATION TYPE OF UTILITY | UTILITY COMPANY TYPE OF CONFLICT DISPOSITION
The Contractor shall accopt all risk associated with using the electronic files and shallhold US150 [46' RT.TO 60' RT.|192+00 BURIED GAS AMEREN ILLINOIS |NEW CURB & GUARDRAIL |CAUTION
the Department harmless for any errors or omissions in the electronic files and the data contained ; :
therein. Errors or delays resulting from the use of the electronic files by the Contractor shall not US 150 46' RT. TO 65' RT.|192+12 BURIED TELEPHONE |AT&T NEW CURB & GUARDRAIL |RELOCATE
result in an extension of time for any interim or final completion date or shall not be considered US 150 46' RT. 192+00 FIBER OPTIC COMCAST CURB RELOCATE
cause for additional compensation. The Contractor shall not use, share, or distribute these electronic ' RT
. -+
files oxcopt for the purpose of constructing this contract, Any claims by third parties due to use or US 150 46' R 192+00-193+00 | FIBER OPTIC COMCAST NEW PAVEMENT & MEDIAN|RELOCATE
errors shall be the respensibility of the Contractor. The Contractor shall include this disclaimer with
the transfer of these electronic files to any other parties and shall include appropriate language
binding them to similar responsibilities.
ENGINEERS FIELD OFFICE UTILITIES ~ LOCATIONS /INFORMATION ON PLANS
Add the following sentence to the end of l‘a"’g"""f 670.02 (i) and 670.04 (e): The locations of existing water mains, gas mains, sewers, electric power lines, telephone lines
All of the telephone lines provided shall have unpublished numbers. and other utilities as shown on the plans are based on careful field investigation and the best
information available, but they are not guaranteed. Unless elevations are shown — all utility
locations shown on the cress sections are based on the approximate depth supplied by the
ORDERING LENGTH CONFIRMATION - DRAINAGE ITEMS utility company. it shall be the Contractor's responsibility to ascertain their exact location from
_ the utility companies and by field inspection.
The Contractor shall consult with the Engineer in regard to the exact length of the hoxpipe
culverts, storm sewers, andr pipe drains required prior to ordering these items.
MEDIAN AND ISLAND NOSES
ENVIRONMENTAL REVIEWS When constructing median and island noses the following criteria should be used:
Prior to the use of any proposed borrow areas, use areas (temporary access roads, detours, * Barrier curb shall be used to construct noses when tho median or island surrounds a
run-arounds, etc.) andor waste areas, the Contractor shall file the required environmental mast arm or other non-breakaway foundation.
resource request surveys according to Section 107.22 of the Standard Specifications. These . . . .
surveys are required in order for the Department to conduct cultural and biological resource Ramped noses shall be used on medians or islands with breakaway posts.
surveys for the proposed site.
Prior to any waste materials being removed from the construction site the required SIGN POST HOLES
onvironmental resource surveys will need to I.te ob-tamad and ﬁ!ed by the Coniracﬁtor. .Excess“ Vertical holes shall be constructed in the island pavement and/or concrete median of the type
waste products removed from the construction site shall be disposed of as required in Saction specified or concrete median surface 4 inches (100mm). The holes shall by 24 inches
202.03 of the Standard Specifications. - {600mm ) in diameter or 24 inches (600mm) square and they shall be free of any cbstruction,
" . " except earth, for a depth of 5 feet (1.5m) at the locations shown on the plans or as directed by
:nyr:::;"::;nis:':f it'o:am shall be removed prior to the disposal of broken concrato at the Engineer. Any holes not used for the placement of signs shall be filled and compacted flush
PP P ) with the top of the island pavement, concrete median of the types specified, or concrete median
. . . . . surface 4 inches (100 mm ). The top 3 inches (75 mm ) of said compacted fill shall consist of a
The required environmental resource documentation shallinclude the following: hot-mix asphalt mixture. All holes in which the sign posts are installed at the time of this
* BDE Form 2289 (Environmental Survey Request) contract shall be similarly filled.
* A location map showing the size limits and location of the use area
. o
. (s:::::d h;;rt:p:;tyh:v::e;;?'rea::n:::rg;:d PI0100 This work, including any required pavement removal necessary to construct the sign post holes,
* Borr P Ar:a':i : ree?ne at form-D4 PI0101 will not be paid for separately but shall be included in the contract unit price per square foot
ow ntry Ag (square meter ) for ISLAND PAVEMENT andor CONCRETE MEDIAN of the type specified, or
Please note that a minimum of two weeks shall be allowed for the District to obtain the CONCRETE MEDIAN SURFACE, 4 inches (100 mm ).
required environmental clearances.
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